
General data:

• Manufactured by Hilco Chemie B.V., a division of the Hako group.

• Store frost-free, keep cool and dark. Can be kept / stored in unopened packaging for 12 months.

• Hako does not accept any responsibility / liability caused by incorrect or wrong usage.

• A safety data sheet (SDS) is available upon request for the professional user.

Hilco Chemie B.V.

Industrieweg 7

6673 DE  Andelst

Tel: +31 (0)488-473333

E-mail: sales@hilcochemie.com

Web: www.hilcochemie.com

Floor cleaning / Stripper

Cleanol-HD

Product description	 Basic cleaner/ remover for heavily soiled floors.
	
Properties	 Low-foaming, highly alkaline.
	 Suitable for Hako scrubber-driers. 
	 Contains potassium hydroxide.
	 Approved for use within the HACCP programme.
	 Hako Cleanol-HD is biodegradable.

Usage	 Hako Cleanol-HD is suitable for use on all water- and alkaline-	
	 resistant floors such as PVC, marble, marble composite and 	
	 all ceramic and natural stone floor coverings including heavily 		
	 soiled industrial floors and concrete. Hako Cleanol-HD can also 		
	 be used to remove old acrylic-polymer coatings. 
	 Do not use on asphalt.

Dilution	 10 – 50 ml per 1 litre of water (1 – 5 % / 1:100 – 1:20)
	 Dependent on the degree of soiling. If used to remove 
	 acrylic-polymer coatings, do not exceed a dilution rate of 1:80. 

Instructions	 Depending on the degree of soiling (maintenance cleaning 
	 1:100 – basic cleaning 1:20) dilute Hako Cleanol-HD with water. 
	 Clean the surface with Hako scrubber-drier or clean manually. 
	 Caution: Product is caustic, use appropriate safety equipment!

Technical data	 pH value undiluted	 approximately (13,5)
	 Scent		  unscented
	 Colour		  green
	 Density		  1,12 g/ml

Order unit	 70001202		  box 6 x 1 litre
	 70001024		  box 2 x 5 litre
	 99702500 		  10 litre jerrycan
	 99702510 		  200 litre drum

UN 1814


